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Raleigh Hills #6673 -
Portland, OR

SHEET NOTES

CUBICLE

18°-8 1,

"

OCKNG AND BACKNG AS DEFNED N
SPECFICATION SECTION 092200 N EXISTNG PARTIIONS
N0 NEW PARTITONS FOR ALL CASEWORK, SHELVING,
COUNTERTOPS, TOLET ACCESSORES, AND OMNER
SUPPLED TOLET ACCESSORIES, AND ONNER SUPPLED
EQUPWENT. COORDNATE WITH SHOP DRANNGS.
FOR GYPSUM BOARD CEILNG AND SOFFIT FINISHES SEE
REFLECTED COLAG PLAN.
AL AWGLED WALLS ARE AT 457, 907 OR 1357 UON.
VAXMUM SPACING FOR FCIC VILLWORK KNEE BRACES
10 8€ 6-0° 0
AL PARTITIONS UON.

BOMD FOR

PROVIE MINMAL FURRING AND GYPSUM
EXSTING COLUMNS F INDICATED. COORDNATE. WiTH
ELECTRCAL DRAMINGS FOR COLUMNS WITH ELECTRCAL
DEVCES. PROVIDE PLASTIC CORNER GUARDS ON
EXPOSED SOES OF COLUMN FURRING.

PROVOE 3/4" FRE RATED PLYNOOD ON METAL STUDS.
10 EXTEND 10 STRUCTURAL DECK ABOVE ON INTEROR
£10 WALS.
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